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Solutions Ltd

Eco Desh Power M

TECHNICAL SPECIFICATIONS

Offering cost saving and environmental friendly solutions

Main Tank’s Material

DC Sheet (EN 10130/2006)

Internal Anti-corrosion Protection

a) LIQUID enamel (DIN 4753-3), totally safe for public health
(DIN 51032 & EN 1388-2) and b) magnesium anode (EN 12438)

Welding

MIG

Insulation

Hard polyurethane foam 48kg/m? (DIN 53420), self-extinguishing (DIN 4102)

Maximum Working Pressure for the Main Tank

10 bar

Test pressure for the Main Tank

15 bar (EN 12976-1, 4.1.6)

Maximum Working Pressure for the Jacket
(exchanger)

3,2 bar

Test Pressure for the Jacket (exchanger)

5 bar (EN 12976-1/2006, 4.1.6)

Maximum Working Temperature of the Main Tank

95°C

Heating Element

Optional, upon request

External Cover

Pre-painted galvanized steel sheet 0,5mm (EN 10204/2.2)

ECO-F model 1201¢ 150 It 2001t 2501t 3001t
Gross Capacity (It) 116 144 199 242 295
A Tank’s Length (mm) 1065 1285 1285 1551 1785
B External Diameter (mm) @ 500 @ 500 @ 580 @ 580 @ 580
C Main Tank’s Diameter (mm) @ 400 @ 400 @ 480 @ 480 @ 480
Jacket'’s Capacity (It) 6 8 9 12 19
D Flange Diameter (mm) @ 140 @ 140 @ 140 @ 140 @ 140
Weight (kg) 46 58 68 82 100
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AVAILABLE

IN DIFFERENT
COLOURS
(PRE-PAINTED
GALVANIZED
STEEL SHEET)

RAL 9006 RAL 9007

RAL9010  RAL 1015

RAL 9005

ALTERNATIVE
EXTERNAL
MATERIALS

T

ALUMINUM

STAINLESS STEEL

¥y i

MAGNELIS

E Pressure valve position protecting closed circuit
Inlet to fill exchanger's solution and (optional) expansion vessel position
v Pressure and temperature valve position protecting main tank
DWO | Domestic hot Water Outlet JO | Closed circuit cold water outlet
DWI Domestic cold Water Inlet Ji Closed circuit hot water inlet

ECO-F MODEL
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Eco Desh Power
Solutions Ltd

TECHNICAL SPECIFICATIONS

Offering cost saving and environmental friendly solutions

TECHNICAL DATA MEASUREMENT | COLLECTOR'’S CHARACTERISTICS H81 - FULL FACE

UNIT (SI)
TYPE H81 - 15 H81 - 20 H81 - 25
Extrenal dimensions mm 1460x960x80 1960x960%80 1960x1210x80
(height x width x thickness)
Gross area m? 1,40 1,88 2,37
Aperture area m? 1,32 1,79 2,27
Absorber area m? 1,35 1,83 2,33
Absorber capacity L 1,45 1,63 1,81
Compact Tray / thickness mm Pre-painted galvanized metal sheet /0.5
Glass Clear, tempered
Insulation mm / Kg/m? Mineral glass wool 30mm / density 24 kg/m3. Product specifically
(Back and side) designed for collectors, with very low conductivity to avoid losses.
thickness / density Its is certified that it prevents glass fogging of the collector.
Absorber Copper harp-type, Full Face Aluminum Selective Surface.

Laser welding.

Absorbtion % 95
Emission % 5
Header copper tube mm @22/0,70
@ / thickness
Riserer copper tube mm ©8/0,40
@ / thickness
Number of vertical risers No. 10 10 11
Maximum operating pressure Bar 10
Heat transfer mean Antifreeze and water solution (monopropylene glycol)
Layout Vertical
Weight (empty & packed) Kg 30 37 41

SOLAR THERMAL COLLECTORS
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AVAILABLE
IN DIFFERENT D
COLOURS
(PRE-PAINTED L _
GALVANIZED H81 - 15 = —————— -
STEEL SHEET)
A 1030 mm
- B | 1460 mm
C 1405 mm
RAL 9006  RAL 9007
D 960 mm
ALTERNATIVE
EXTERNAL
MATERIALS H81 - 20
w A | 1030 mm -
B 1960 mm
MAGNELIS C 1910 mm
D 960 mm
H81 - 25
A 1280 mm
B 1960 mm
{8 S W G T U W U W - 4;3iJ[
C 1910 mm
D 1210 mm ‘ A |

H81 COLLECTOR 25



Eco Desh Power
Solutions Ltd

Offering cost saving and environmental friendly solutions

DIMENSIONS (MM)

A 1885 to 2020 1885 to 2020

B 2120 (35) to 2120 (35) to
2135 (25) 2135 (25)

C 940 940

D 1082 (35) to 1082 (35) to
1175 (25) 1175 (25)

Kg (one collector) 18,5 18,5

Kg (two collectors) 22,5 22,5

m? collector

2m?

Collectors Quantity

1

2

2,5 m?

1

2

Maximum system capacity for support 300L

DELTA TYPE (25°) MOUNTING SYSTEM

47



Eco Desh Power
Solutions Ltd.

g /‘#,5 Offering cost saving and environmental friendly solutions

0714 777 502 / 0725 888 808

sales@ecodeshpowersolutions.co.ke

Blessed Hse,1st Floor Rm 54 (Thika Rd Next
to Astrol Petrol Stn Opp. Garden City Mall)
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